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APPENDIX  C

Prototype Panels

The following illustrations are prototypes of the panels to be implemented for UPS
'98.  These panels show sample data, and include various subpanels, menus, and
status windows.
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C-1. Select Tabular Scheduling Data panel
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C-2.  Select Schedule Planning Panel
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C-3. Define Timeline Group Style Panel
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C-4. Define Timeline Group Style Panel (with SAVE AS menu selected)
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C-5. Tabular Scheduling Panel
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C-6. Tabular Scheduling Panel (with SAR Menu displayed)
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C-7. Schedule Planning Panel (with SAR Menu displayed)
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C-8 Schedule Planning Panel (with TSW Status Window displayed)
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C-9. Schedule Planning Panel (with User Constraint Status Window displayed)
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C-10. Schedule Planning Panel (with TSW Menu displayed, an d TSW Set ID selected)
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C-11. Schedule Planning Panel (with User Constraint Menu displayed)
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C-12. Schedule Planning Panel (with events displayed)
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C-13. Schedule Planning Panel (with SAR  Menu and  Wait List selected)
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C-14. Schedule Planning Panel (with TUT Status Window displayed)
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C-15. Schedule Planning Panel (with TUT Menu displayed)
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C-16. Schedule Planning Panel (with Schedule Planning Menu displayed, and Timeline Options selected)



UPS 1998 User Interface Requirements Guidelines         Appendix C

17

C-17. Alternate SAR Panel
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C-18. Alternate SAR Panel (with menu displayed)
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C-19. SAR Input Panel
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C-20. Precise Adjust Panel (with Duration enabled)
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C-21. Precise Adjust Panel (with Time Slip enabled)
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C-22. SAR Details Panel
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C-23. SAR Details Panel (with TSW Status Window and TSW Menu displayed)
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C-24. SAR Details Panel (with User Constraint Status Window and Menu displayed)
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C-25. SAR Details Panel (with SAR Menu displayed)
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C-26. SAR Details Panel (with Service Menu displayed)
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C-27. SAR Details Panel (with SAR Details Menu displayed)
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C-28. Modify SAR Times Panel
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C-29. Modify Service Times Panel
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C-30. Orbital Parameters Panel
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C-31. Orbital Constraints Panel
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C-32. Define TSW Sets Panel
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C-33. Transmit TSW Messages Panel


